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Purpose of the guidelines 
 

This document intends to provide to developers and to the Providence 
Planning Department guidelines for the redesign of the North Main Street 
area in Providence. 
The design guidelines are based on the vision exposed in the section III. 
Its main purpose is to help redesign the street to increase the pedestrian 
safety, and the attractiveness of the street level facades. It is mainly directed 
at the commercial corridor, and does not include any residential guidelines, 
except for recommendations concerning mixed-use buildings. This document is 
for recommendation only.  
 

Target area 
 

These guidelines apply to the 1.4 miles of North Main Street extending from 
Olney Street in at the southern end to Hillside Avenue and the Pawtucket 
Line on the north. 

IV- Design Guidelines 
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 Building Siting and Orientation 

Intent: The intent of the building design guidelines is to create a “Main Street” atmosphere with a street wall of mixed use 
development built to the edge of the sidewalk.  Entrances onto the street and window displays offer a safe and interesting 
pedestrian friendly environment. 

 
Zoning Requirements: 
 
1.1-a   A new building must extend along a minimum of 60% of the lot 

frontage. 
1.1-b   A minimum and maximum setback of zero feet is required. 
1.1-c   New buildings on corner lots must be built to the corner of the 

front and side lot lines, with a minimum and maximum setback of 
zero feet from the front and side streets.   

1.1-d   A waiver for a setback of 1-7 feet may be sought from the Com-
mission to allow for architectural treatments, a public plaza, out-
door seating or an additional landscaped area. 

1.1-e   On corner lots, requirements for Front Lot Line Treatment and 
First Floor Treatment above shall apply to the side lot lines also.  
An entrance is permitted on the corner of the building. 

Figure 1.1 
Corner Site 

Figure 1.2 
Setback of zero feet 
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 Building Siting and Orientation 

 
 
 
 
Recommendations  
  
1.1  Buildings should have limited alcoves and recesses along sidewalk 

edge. (Figure 1.3) 
1.2  Buildings should be oriented to North Main Street. 
1.3  Entrances to buildings located at the intersection of  North Main 

St. and side streets should be oriented to the corner. (Figure 1.4) 
1.4  Public space at the corner should be scaled in a manner that al-

lows for pedestrian flow and encourages social interaction.   
1.5  Front of building to cover 100% of lot frontage is encouraged 

when access between buildings is not necessary. 
1.6  At least 70% of businesses should serve mainly pedestrian walk-

ins. Figure 1.3 
Buildings create a street wall 

Figure 1.4 
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Recommendations  
 
2.1-1  Buildings should be predominantly two or three stories. 
2.1-2  Four to six story buildings are allowed upon  completion of 

view shed studies done from any  residences behind building in 
question.  Placement of these taller buildings is strongly encour-
aged on the west side of North Main Street. 

 

Building  Form and Design 

 
Height 

Zoning Requirements: 
 
2.1-a Minimum height:  2 stories.  1 story building may be permitted by 

waiver if surrounding buildings are also one story. Maximum 
height: 4 stories. 

 

Figure 2.1 

Figure 2.2 
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Zoning Requirements: 
 
2.2-a   The first floor shall have a minimum building height of 14 ft. to the 

primary cornice line.   
2.2-b   Architectural detailing shall delineate building floors. (figure 2.4). 
 

Building  Form and Design 

Scale and Proportion 

Recommendations  
 
2.2-1  Buildings should be designed with the human scale in mind. (Figure 

2.3). 
2.2-2  Architectural features will distinguish between upper and lower 

floors. (figure 2.5). 
2.2-2  Large expanses of building wall should be architecturally divided 

into bays of 30ft. by using details such as columns, windows, and 
changes in texture. 

Figure 2.3 

Figure 2.5 

Figure 2.4 

30 30 30 30 30 30 30 30 
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 Building  Form and Design 

Facades and Entrances 

Figure 2.6 
Recommendations  
 
2.3-1   First floor should be well-defined, employing a richer use of ma-

terials, architectural details, textures, and awnings to create a vis-
ual interest.  

2.3-2  Creation of a rhythm with architectural elements such as win-
dows, doors, and cornices is strongly encouraged.  

2.3-3  Articulation of entrances using a diversity of materials, textures, 
columns, and architectural detailing is strongly encouraged. 

 
 

Zoning Requirements: 
 
2.3-a  Building entrances shall be along street front.  On lots with two 

or more sides of street frontage, the primary entrance shall face 
the primary street.   

2.3-b  Entrances shall be directly accessible from the public sidewalk. 
2.3-c  There shall be an entrance every 35 ft. of building frontage. 
2.3-d Solid surface roll down window guards are prohibited.  Alterna-

tives to solid roll down grates include ornamental wrought iron 
doors, interior roll-down grates or other security devices that 
can be completely concealed during regular business hours. 

 

Figure 2.7 

Figure 2.8 . Architectural alignment. 
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Recommendations  
 
2.3-1  Top level of buildings should be defined with cornices or other 

architectural features. 
2.3-2  Articulation of roofline should be designed to be consistent with 

the neighboring businesses and the historic architectural style of 
the street. 

Building  Form and Design 

 

Roofline 

Figure 2.9 

Figure 2.12 

Figure 2.10 

Figure 2.11 
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Recommendations  
 
2.4-1  Materials, colors, and textures should be consistent  with those 

that predominate on the street (i.e. red brick). 
2.4-2  Color will be used to highlight architectural features. 
2.4-3  Color of buildings should be compatible with their surrounding 
2.4-4  Similar architectural theme should be employed along the corri-

dor. 

Building  Form and Design 

 
Materials, Colors, and Textures 

Zoning Requirements: 
 
2.4-a  The primary building materials on the façade shall be brick, 

limestone, sandstone, granite, terra cotta, cast stone, glass, 
metal, or other similar material. 

2.4-b  Materials shall be compatible with the existing streetscape. 
2.4-c  The use of non-durable materials such as exterior  insulated 

finishing systems (EIFS) and other similar  products shall be 
prohibited on the first floor and discouraged on upper floors. 

Figure 2.13 
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Recommendations  
 
2.5-1  Windows should be kept clean for greatest possible visibility 
2.5-2  Windows on different floors should be consistent in height, width 

and detail to create reasonable uniformity along the street. 
2.5-3  Windows which display merchandise in an attractive, uncluttered 

manner are highly recommended. 
2.5-4  Window displays should be lit during the evening hours. 

Building  Form and Design 

Window Patterns and Articulation 

Zoning Requirements: 
 
2.5-a  On all street frontages, the first floors shall have windows cover-

ing a minimum of 70% of the building façade between the 
height of 2-12ft. From the ground, with transparent glass.   

2.5-b  There shall be a maximum distance of two feet between win-
dows or transparent surfaces. 

2.5-c  The building façade on upper floors shall have a minimum of 
25% and a maximum of 70% transparency with transparent 
glass. 

Figure 2.14 

Figure 2.15 

Figure 2.16 
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Recommendations  
 
2.6-1  Awnings and canopies should not be more than one storefront 

in length. 
2.6-2  Awnings constructed of fabric with a matte finish are strongly 

encouraged. 
2.6-3  Plastic awnings and illuminated awnings are strongly discour-

aged. 
2.6-4. Lowest part of an awning or canopy should be at least 8 feet 

above the sidewalk. 
 

Building  Form and Design 

Awnings and Canopies 

Figure 2.17 
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 Parking 

Number of Spaces and Parking Standards 

Intent: The views of large expansive paved surfaces dominate the North Main Street corridor.  Both north and 
southbound travel provides a parking lane in addition to numerous on -site parking facilities.  Much of the on-site parking 
has frontage on North Main Street without any buffer or screening. In general, there is an abundance of empty parking 
spaces on a consistent basis.  Future development should make every attempt to minimize parking facilities. 

Zoning Requirements for Number of Spaces:  
In general, two (2) spaces are required per 1,000 square feet of gross 
floor area (GFA).   
3.1-a  CN-1 & CN-2: Parking shall not exceed the number of spaces re-

quired for each use listed in Table 3.5 
3.1.b   CG & CA: Parking shall not exceed 2 times the number of parking 

spaces required for each use listed in Table 3.5 
See Table 3.5 Regulations for Non-Residential Uses in Commercial Zoning 

Districts  for specifics. 
 
Recommendations: 
3.1-1   Whenever possible, developments should utilize the available on-

street parking before proposing on-site facilities. (Figure 3.1) 
 

 
Zoning Requirements for Parking Standards: 
3.2.a  See Section 2.8.4 for required minimum size of parking space, mini-

mum size of driving aisle, and additional requirements. 
 
Recommendations: 
3.2-1   Parking lots should be designed to minimize their environmental 
 and visual impacts. 
3.2-2   Development should minimize the amount of impervious surface.  
3.2-3   Design should promote the use of compact automobile spaces. 

Figure 3.1 
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Zoning Requirements for Location and Layout:  
3.3-a  Surface Parking: Parking shall be located on the same lot as the 

principal structure or  use the parking is intended to serve. See 
Section 2.8.1 

3.3-b  Parking Garages: The design of the parking garage shall have the 
appearance of a horizontally storied building.  The first floor of 
any parking garage shall be an occupied use.  

See Table 3.7 Building, Site and Parking Design Regulation for 
Commercial Districts for specifics. 

 
Recommendations: 
3.3-1   It is recommended that on-site parking be located to rear or side 

of the primary building.  No more than 25% of the total parking 
should be located on the side of the structure.  (Figure 3.2) 

3.3-2  It is recommended that parking areas between two (2) structures 
 serve both structures.  (Figure 3.3) 
3.3-3  It is recommended that where practicable, parking facilities utilize 
 the grade of the land to accommodate parking above the 
 structure.  
3.3-4  The style of parking garages should correspond architecturally to 
 the building it serves. 
3.3-6  To minimize the scale, it is recommended that parking areas be 
 broken into smaller landscaped lots. (Figure 3.4) 
3.3-7  Layout of parking lots should be designed to promote pedestrian 
 safety. 

Figure 3.2 

Figure 3.3  

Figure 3.4 

Parking 

Location and Layout 

Parking 
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Landscaping  

Parking 

Recommendations: 
 
3.4-4 In areas where parking lots abut North Main Street, a berm, a 

dense vegetative hedge, or hard buffer, or any combination of all 
three, should be provided. (Figure 3.5, 3.6) 

3.4-5 Chain link fences should not be used to define the boundaries of a 
parking lot area. 

3.4-6 Landscaping should be used to clearly define the parking areas 
from the road right-of –way as well as highlight parking lot entry 
and exit points. (Figures 3.6 and 3.7) 

3.4-7 Entrances/exits of parking areas should allow for adequate visibil-
ity for vehicle operators.  

Figure 3.6  

Figure 3.5  

Figure 3.7 
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Landscaping 

Parking 

 

Zoning Requirements for Parking Area Landscaping: 

3.4-a  Landscaped Islands: A) Shall be a minimum of ten (10) feet wide 
and should be curbed with vertically faced  concrete or granite 
curbing. B) Shall not be less than two hundred (200) square feet in 
area. C) Minimum of one (1) tree per island.  See Section 2.10.4 

3.4-b Frontage on North Main Street: Any portion of the front lot line 
that is not occupied by a building in a Commercial Zone must pro-
vide a minimum of a forty-two (42) inch high fence or brick wall.  
At least one shrub is required to be planted every ten (10) feet 
abutting the wall.  Vehicular use areas for five or more vehicles 
shall be landscaped in accordance with Table 2.4 

 
 
Recommendations: 
3.4-1  Parking bays should be separated by a ten (10) foot landscaping 

strip, vertically faced with granite curbing. (Figures 3.8 ) 
3.4-2  One planting is recommended per parking space along one length 

of the island. 
3.4-3  Landscaped strips are recommended between areas where pedes-

trian walkways and parking spaces abut. (Figures 3.9) 
 

Figure 3.8  

Figure 3.9 
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Parking Lot Lighting 

Parking 

 

Figure 3.11 Twenty degree angle 

 
Zoning Requirements for Parking Lot Lighting: 
3.5-a  Parking:  Any lighting used to illuminate parking areas shall only 

be directed downward and shall not spill into adjacent proper-
ties.  

 
Recommendations: 
3.5-1  Lighting design should be an integral part of overall site design 
3.5-2  Fixtures should be arranged in such a way to provide equal illumi-

nation coverage across parking areas. (Figure 3.10) 
3.5-3  The maximum height for parking lot poles is twenty (20) feet.  
3.5-4  All pole-mounted lighting should shine a minimum of twenty (20) 

degrees below the fixture’s horizontal plane. (Figure 3.11)) 
3.5-5  Pedestrian walkways that are incorporated into parking lots 

should have pedestrian level lighting at such an interval to pro-
vide sufficient coverage.  

3.5-6  Parking lot lighting should not interfere with other lighting func-
tions such as building lighting. 

Luminaires 

Cut-off angle 

Horizontal 

V
ertical 

Figure 3.10 
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Materials and Loading Areas 

Parking 

 
Zoning Requirements for Parking Material: 
3.6-a  All on-site parking areas must be improved with a  
  compacted base not less than four (4) inches thick, surfaced with 

asphalted concrete, or a comparable all-weather dustless material. 
 
Recommendations: 
3.6-1  Efforts should be made to use porous pavement materials, as ap-

proved by the City Engineer. 
3.6-2 Developers should provide adequate drainage for each parking 

area which should be presented in the form of a drainage plan.  
See Landscaping Section for additional recommendations 

Zoning Requirements for Loading Areas: 
3.7-a  Number: Educational and Health Care Facility Uses  shall provide 

one (1) space for 25,000 – 50,000 square feet of  
 GFA.  Cultural, Entertainment & Recreation, General Service, 

Trade, and Industrial Uses shall provide one (1) loading space for 
10,000 –50,000 square feet of GFA. 

3.7-b Size: Each loading space shall be 55 feet in length, 12 feet in width 
and allow for 14 feet of clearance. 

 See Section 2.8.5 
 
Recommendations: 
3.7-1  Whenever possible loading facilities shall be located to the rear of 

the structure.  If loading spaces must be located  on the side of 
the structure, then both a hard buffer (i.e. fencing) and a vegeta-
tive buffer is recommended along the side facing North Main 
Street.  

3.7-2  Loading areas that have frontage along North Main Street are 
strongly discouraged. 
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Circulation 

Parking 

Intent: The current environment is very much geared towards automobile circulation and access.  It is necessary to take 
into consideration the needs of pedestrians and bicyclists as well.  Therefore it is important to improve circulation and 
access to benefit all users. 

Zoning Requirements: 
3.8-a  Circulation:  Pedestrian walkways, driveways and parking areas 

shall be designed with respect to topography, integration with 
surrounding streets and pedestrian ways, number of access points 
to streets, general interior circulation, adequate width of drives 
and separation of pedestrian and vehicular traffic so as to reduce 
hazards to all parties. 

3.8-b  Bikeways:  North Main Street is in the process of becoming a 
signed bikeway.  Automobile operators should be aware of the 
cyclist’s right to share the roadways. 

Recommendations: 
3.8-1  Parking lots should be designed in such a way that the pattern of 

circulation is clearly identifiable by users. 
3.8-2  The use of curb cuts along North Main Street should be minimized 

in number and width to provide for safer pedestrian flow.  
3.8-3  Developments on corner lots should make use of the adjacent side 

street by locating parking lot entrances there, rather than on 
North Main Street. (Figure 3.12, 3.13) 

3.8-4  If a curb cut is necessary, it should be no wider than fifteen (15) 
feet across and be at least thirty (30) feet away from another 
curb cut in either direction. 

3.8-5  Pedestrian access should be provided by a developer in the form 
of a system of on-site walkways which provide the pedestrian 
with direct access to and from:  A) primary building entrances, B) 
public sidewalks, C) parking facilities. 

 

Figures 3.12 and 3.13 
Limited use of curb cuts 
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Circulation continued 

Parking 

Recommendations: 
3.8-6  Recommended paving for pedestrian surfaces are:  A) Stone, such 

as slate or granite, B) brick, C) concrete pavers. 
3.8-7  In areas where pedestrian walkways cross over parking lot en-

trances, exits or lanes of travel, a crosswalk made of a distinctly 
different material than that of the parking surface is strongly en-
couraged. (Figure 3.14) 

Figures 3.14 Pedestrian Crosswalks 
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 Landscaping and Screening 

General Landscaping 

Intent: 
Landscaping guidelines are intended to promote an urban environment that is in harmony with the surrounding natu-
ral environment. Environmental quality can be improved through the retention and installation of vegetation, revers-
ing the trend of damage to the local environment.  This can result in an improvement in the appearance of commer-
cial, industrial, and residential areas, resulting in increased land values. Ultimately these measure can aid in protecting 
the health and welfare of Providence citizens and visitors.   
 
Trees enhance the environmental and aesthetic quality of the City while reducing and softening the visual impacts of 
buildings, parking areas, public rights-of-way and adjoining properties.  Trees, grass strips and hedges help break up 
the impact of large impervious services such as sidewalks and parking lots.  Trees and landscaping enhance the value 
and marketability of an area.  Additionally, trees provide oxygen, shade and ambiance. 
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 Landscaping and Screening 

Street Trees 

Zoning Requirements: 
4.1-a   The City Forester shall maintain a list of approved and prohib-

ited plant species. 
4.1-b   The terms “small,” “medium,” and “large” refer to the size of a 

tree at the time it is installed or retained regardless of its species. 
 See table 2.1 of Zoning Ordinance . 
4.1-c Street trees are required for all new development. 
4.1-d One canopy tree is required for every 50 feet of street frontage, 

with a minimum of one tree per lot. 

Intent:  The City recognizes the substantial economic, environmental and aesthetic importance of the trees and plantings 
throughout the community.  

Recommendations 
4.1-1 One street tree every 30 linear feet is recommended to create a 

uniform canopy. 
4.1-2 Street trees on the sidewalk should not block pedestrian access 

to storefronts or building entrances.  
4.1-3 Placement of trees and landscaping should not obstruct vehicular 

access or circulation to driveways or parking areas. 

 

Figure 4.1  Effective use of street trees. 
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 Landscaping and Screening 

Street Trees continued 

 
Recommendations 
 
4.1-5 Street trees shall not be planted within ten (10) feet of fire hy-

drants, utility poles, sanitary sewer, storm sewer or water lines, 
or within twenty (20) feet of streetlight standards or street inter-
sections, or within five (5) feet on an existing street tree. 

4.1-7 The City may require the property owner to remove, thin, 
prune, spray, stake, water and fertilize street trees adjacent to his 
or her property, 

4.1-8 Street trees located in the public right-of-way directly adjacent to 
the property line of the lot may be counted  toward the canopy 
coverage for the lot. 

4.1-9 Trees that have been damaged or removed should be replaced 
with a similar species or a native species approved by the city 
forester.  

Figure 4.2  
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 Landscaping and Screening 

Raised Divider Island 

Intent:  Trees, hedges and other plantings are important tools for creating a sense of place and a unifying theme that is 
appealing and welcoming.  They serve as visual and physical barriers dividing lanes of traffic and acting as a traffic calm-
ing tool. 

Recommendations:  
4.2-1 A continuous divider island will be located between the 

northbound and southbound travel lanes running the length of 
North Main St. from Olney St. to the Pawtucket line. (Figure 
4.4, 4.5) 

4.2-2 The island will be a maximum of 10 feet wide to a minimum of 
2 feet wide and shall be curbed with vertically-faced concrete 
or granite to prevent damage from automobiles. (Figure 4.3) 

4.2-3 One street tree every 30 linear feet is recommended to create a 
uniform canopy and linear appearance. 

 
From Doyle Ave. to Third St: 
4.2-4 The placement of one hedge every 5 linear feet is recom-

mended to prevent erosion. 
4.2-5 Various plantings are encouraged between trees and hedges. 
4.2-6 5 foot (width) breaks in the divided island will be provided to 

assist pedestrian crossings.Location of breaks:  Third St., Stenton 
Ave, Rochambeau Ave, Cypress St, and Doyle Ave. 

 
From Third St. to Hillside Ave: 
4.2-7 The entire ground area of the divider island will be lined with 

red brick.  
4.2-8 Tree pits are required (3’ x 3’). 

Figures 4.4 and 4.5 Before and 
after photos showing 
enhancement of North Main 
Street median with add vegeta-
tion. 

Figure 4.3 

Figure 4.4  

Figure 4.5 
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 Landscaping and Screening 

Streetscape Landscaping 

Intent:  Grass strips help break up the large expanse of impervious surfaces such as sidewalks and parking lots. 

Recommendations: 
 
4.3-1  A continuous grass strip is recommended on both sides of the side-

walk. (Figures 4.6, 4.7, 4.8, 4.9) 
4.3-2 The grass strip will be located 6 inches from the curb and 1 ½ feet 

in width.  
4.3-3 It is recommended that the perimeter of the strip be lined with red 

bricks.  
4.3-4 The placement of grass strips should not obstruct vehicular access, 

circulation to driveways, parking areas, access to storefronts or 
building entrances. 

 
 
Figures 4.6 and 4.7  Before and after photos displaying effect of added-

landscaping and grass strip along sidewalk. 
 
Figure 4.9  Demonstrates potential improvement to similar area along 

North Main Street (Figure 4.8) 

Figure 4.9 

Figure 4.8 

Figure 4.7 

Figure 4.6 
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 Landscaping and Screening 

Landscaping for Parking Lots 

Intent:  The purpose of requiring landscaping within parking lots is to minimize the visibility of large paved surfaces from 
neighboring streets and buildings.   Landscaping acts a physical and visual barrier between cars and people. 

Zoning Requirements: 
 
4.4-a Vehicular use areas for five or more vehicles shall be landscaped 

in accordance with Providence Zoning Ordinance. 
Table 2.4 Vehicular Use Area Landscaping Requirements. 

Recommendations 
 
4.4-1 Landscaping should be used to clearly define the parking areas 

from the right-of-way and highlight parking lot entry and exit 
points. 

4.4-2 Parking bays should be separated by a ten (10) foot landscaped 
strip, vertically faced with granite curbing. (figure 4.10) 

4.4-3 One planting is recommended per parking space along one 
length of the island. 

4.4-4 Landscaping strips are required between areas where pedestrian 
walkways and parking spaces abut. 

4.4-5 In areas where parking lots have frontage on North Main St, a 
berm, a vegetative hedge, or hard buffer or any combination of 
these should be provided. 

 
 

Figure 4.10 

Figure 4.11 
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 Landscaping and Screening 

Hedges and Buffering 

Intent: Buffering should be used to define the edges of various land uses and provide a transition between different uses.  
Essentially, buffering is an important tool that increases pedestrian safety by erecting both as a visual and physical barrier 
between the pubic right of way and private property.  Vegetative covering along the perimeter of a building or a parking 
lot that has large imperious surfaces is encouraged in order to soften the building form and mask less attractive elements. 

Zoning Requirements: 
 
4.5-a  Any portion of the front lot line that is not occupied by a building shall 

have a fence or brick wall along the front lot line.  The fence shall be 42 
inches high.  All chain link, barbed wire or razor wire fences are prohib-
ited. 

4.5-b  Where a vehicular use areas in any zone adjoins a lot in an R Zone, the 
area shall be screened by a solid wall, a uniformly painted tightboard 
fence, or a hedge of compact evergreens or other suitable plantings. 

Recommendations 
 
4.5-1 Suggested types for the fences and walls: hedges, shrubs, trees, vari-

ous plantings, wooden fences, walls, stone, red brick and granite.  
4.5-2 The height, size or extent of the buffering should be  
 determined in a manner that effectively buffers outdoor  
 containers, large paved surfaces and parking lots from  
 public view.   
4.5-3 The recommended height of hedges is 30”.   
 Recommended spacing of plantings in the hedge rows is  
 dependent on the species of plant. 
4.5-4 Vegetative buffering, fencing, other screening or a combination of 

these is strongly recommended along the perimeter of a commercial,  
industrial property or parking lot when it adjoins a residential prop-
erty. (figures 4.12, 4.13) 

 
Figures 12 and 13: Before and after photo enhancement of large parking lot 
with addition of wall for screening.   

Figure 4.13 

Figure 4.12 
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 Landscaping and Screening 

Screening and Fencing 

Intent: Fencing, walls and screening act as a buffer between the public and private areas while improving comfort and 
safety for pedestrians.  The intent is to keep fences and walls at a minimum functional height but still able to serve its in-
tended purpose.  Unified walls and fencing of the same building materials, color and style are encouraged but not to the 
extent that the corridor resembles a continuous barrier.  Walls and fencing should be complemented with hedges, trees 
and plantings in order to break up large walled surfaces.      

 
Zoning Requirements: 
4.6.a (See zoning requirement for Hedges and Buffering)  

Recommendations 
 
4.6-1 Suggested types: hedges, shrubs, trees, various plantings, 

wooden fences, walls, stone, red brick and granite.  
4.6-2 The appearance of fencing and screening shall be similar to the 

that of adjacent structures in terms of material, color, shape and 
size.  

4.6-3 Fences, walls, screening or a combination of these is encouraged 
along the frontage of commercial and industrial uses. 

4.6.3a  Masonry walls maximum height (8 feet) and minimum (3 feet). 
Decorative metal fencing minimum (3 feet).    

4.6-4 Any commercial business that has large parking lots, unimproved 
lots or a grade change that adjoins the public right of way 
should have some type of fencing, wall or vegetative screening. 

4.6-5 To break the visual monotony of a street wall, one shrub or 
vine should be planted along the wall every 10 feet.  

4.6-6 All commercial, industrial and multifamily residential uses should 
provide enclosed screening for trash, utility and cable infrastruc-
ture, and satellite receivers.   

 
Figures 4-14 and 4-15  North Main Street auto business currently (4.14) 

and with photo-enhanced addition of brick wall for screening 
(4.15).   

Figure 4.14 

Figure 4.15 
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 Signage 

Zoning Requirements: 
 
5.1-a  The maximum total area of all signs on any structure shall not 

exceed one and a half (1.5) square feet per one (1) foot of build-
ing frontage.  Window signs shall not be included in this calcula-
tion. 

5.1-b   All signs may be illuminated externally or internally, except that 
internally illuminated signs are not permitted in HD overlay 
zones. 

5.1-c   Freestanding and roof signs are not permitted. 
5.1-d   Maximum area of window signs is two (2) square feet. 
5.1-e   Maximum limits for canopy signs are: 
  1.5/1’ of building frontage 
  6 feet of projection over public ROW 
5.1-f   Maximum limits for projected signs are: 
  20 square feet of area 
  18 feet in height 
  0 feet in setback 
  6 feet of projection over public ROW 
5.1-g   Maximum limits for wall signs are: 
  1.5/1’ of building frontage 
  1.25 feet of projection over public ROW 
 

Intent:  North Main Street is a significant entry corridor from Pawtucket toward Downtown Providence and as such sign-
age is high visibility and can make a lasting impression. Signs should enhance the appeal of the corridor. They should be 
consistent with the adjacent or corresponding building form and effectively promote the local commerce. Their purpose is 
to inform and add interest, never to detract or cause a distraction.  

Recommendation 
 
5.1.  Style. Signs should reflect architectural elements of the building 

they accompany. Each building has its own style and  character 
which should be represented  in the sign’s design with regard to 
color, size, bordering, etc.  

Figures 5.1 and 5.2. Encouraged: Sign coordinated with the style 
and colors of the building. This is also an effective directory sign. 



City of Providence North Main Street   

 Signage 

Styles 

5.4 Wall Signs, General 
 
Recommendations 
 
5.4-1   Ground floor tenants should place signs below second  
 floor windows without obscuring cornices or other  
 architectural details. 
5.4-2   Window signs retaining glass transparency are recommended for 

upper floor businesses. 
5.4-3   Channel lettering is preferred to cabinet signs on the building 

façade unless the sign is specifically designed to compliment the 
building. 

5.4-4   A wall sign may be on both street frontages on a building on a 
corner lot, through the secondary street sign should be smaller 
than the sign for the North Main Street frontage. 

5.4-5   Signs on a row of storefronts on the same building should all be 
of a similar size, material and proportion. 

5.4a.  Multiple-business buildings. Wall signs should be compatible 
with each other in terms of type, size, color, illumination or font 
so that a unified appearance is achieved. Sign placement along 
the façade should be consistent; evenly spaced over business 
entrances where possible. 

Figure 5.3 Attractive channel lettering.  

Figure 5.4 Simple but attractive channel lettering wall sign. Wall 
signs with similar type of lettering positioned over business en-
trances on commercial strip.  
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Styles 

5.6  Window Signs.  
 
Recommendations 
 
5.6-1  Window signs should retain glass transparency. 
5.6-2 Paper signs and temporary signs attached directly on to the win-

dow (Figure 5.4) are strongly discouraged. 
5.6-3 Any signs attached to a window advertising special sales should be 

removed after no more than 15 days and should cover no more 
than 25% of the window to which it is attached. 

5.6-4 Signs may be placed inside of an establishment within three feet of 
the window and be illuminated, provided they are professionally 
designed and constructed. 

5.5   Projecting Signs. (Any sign perpendicular to and projecting out-
ward from the wall of a building more than 15 inches).  

 
Recommendations 
 
5.5-1  A sign bracket should extend the full length of the sign and be rig-

idly supported. 
5.5-2  Brackets or mounting hardware should be decorative and should 

compliment aspects of the building. 
5.5-3  The bottom of the sign should be a minimum of 8 feet above the 

sidewalk and should be small in scale, six (6) square feet or less. 
Projecting signs should be attached to the building below the sec-
ond floor windowsill and should not extend above the roof of 
the building or be attached to the roof. 

Figure 5.5. Encouraged : Colorful logo projecting sign. 

Figure 5.6. Encouraged: Transparent window signs  
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5.7  Awning or Canopy Signs.   
 
Recommendations 
 
5.7.-1  An awning or canopy sign may be combined with a wall sign, 

menu box or a window sign. 
5.7-2  The lowest extent of an awning sign should be no less than 8 feet 

above the sidewalk. 
5.7-3  It is recommended that awning should be a solid color, with no 

more than two additional colors of lettering as part of signage. 
Black and white count as colors. 

 

Figure 5.7 Awning with sign, complimenting colors of building. 
design of building  

5.8  Temporary Signs.  
 
Recommendations 
 
5.8-1  Temporary signs are strongly discouraged with the exception of 

real estate signs on properties for sale or rent, grand opening ban-
ners, and construction signs advertising the various construction 
trade groups at a site.  

5.8-2  Construction signs should be removed within 60 days of the com-
pletion of construction  

5.8-3  Grand opening banners should stay on the property for no more 
than 30 days. 

5.8-4  Real estate signs should be removed within 30 days of the real 
estate closing or lease transaction.  
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Lighting 

5.9  Lighting.  
 
Recommendations: 
 
5.9-1   External illumination or illuminated channel letters are preferred. 
5.9-2   External lighting should be shielded and aimed toward the sign 

without projecting past it. 
5.9-3   Signs should remain illuminated after business hours.  
5.9-4   Internally lit channel letters are effective and attractive for wall 

signs. 
5.9-5   Internally lit plastic cabinet or box signs are discouraged. If cabi-

net signs are used, they should have a non-illuminated or opaque 
background, allowing light to show through the lettering and 
logo.  

5.9-6   Signs featuring moving or flashing lights are prohibited. 

Figure 5.9  Encouraged: Internally lit chan-
nel letter sign  

Figure 5.8 Encouraged: Externally lit sign remains lit  
after business hours. 

Figure 5.10 Acceptable: Internally lit cabinet sign with opaque back-
ground  
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Streetscape 

 

Intent: The purpose of establishing a streetscape for North 
Main Street is to offer visitors to the area an aesthetically 
pleasing experience.  A sense of identity can be achieved 
along the length of the commercial corridor through the use 
of streetscape amenities such as benches, trash receptacles, 
bus stops in coordination with RIPTA, planters, kiosks, and 
bicycle racks.  All of these components should be contained 
within the public right-of-way, be integrated as part of the 
site design, and promote the existing architectural style of 
the area. 

 

Recommendations: 

 

6.1-1   Benches should be provided within reasonable walking distance 
of one another. 

6.1-2   The style of the benches should coordinate with the architectural 
style of both the buildings and the surrounding areas. (6.1) 

6.1-3   Planters should be affixed to the side of the building or located in 
such a way as to not obstruct pedestrian traffic. (figure 6.2, 6.3) 

6.1-4   Planters should reflect the materials and style of adjacent 
buildings and should be kept in good condition. 

6.1-5   Placement of kiosks should be considerate of the public right-of-
way and not hinder access. 

 Figure 6.2 

Figure 6.1 

Figure 6.3 
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continued 

6.1-6   Kiosks should be landscaped on all sides except the point of entry 
and be kept in good condition, as well be kept free of flyers and 
miscellaneous signage. 

6.1-7   One trash receptacle per block is recommended along sidewalks. 
6.1-8   Trash receptacles should be made of durable material, bolted to 

the pavement, and provide a covering to guard against rain and 
animals. (figure 6.6, 6.7)  

5.1-9   Visible clutter should be reduced along the street side by combin-
ing amenities as often as possible (figure 6.4).  An example would 
be benches combined with planters or trash receptacles.  

6.1-10  Streetscape amenities should be consistent along the corridor. 
6.1-11   Bike racks and bus stops should be located along the corridor at 

the plazas. (See Public Spaces) 
6.1-12  Bus shelters need to provide protection from the elements such as 

a roof or enclosure. (figure 6.5) 

Figures 6.6 
and 6.7  

Figure 6.8  
 

Streetscape 

Figure 6.4 Several 
uses on one amenity 

Figure 6.5 
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Plazas 

Intent:  
Plazas play an important role in our vision for North Main Street. They should serve as a linkage between the different 
sections of the street, and represent nodes for pedestrians. They also should be a gathering place and an entry point into 
the street from the neighborhoods. The development of plazas creates an opportunity for public/private partnerships. 
 
A process to design the plazas should involve the neighborhoods of Hope and Mount Hope. A design contest could be 
held offering the neighborhoods the opportunity to create a theme for each plaza.  This would create a connection be-
tween the neighborhoods and the plazas which may not exist otherwise. 

Recommendations: 
7.1-1   Location:  The plazas should be placed at the following intersec-

tions: North Main Street and Doyle, Branch, Rochambeau, Ceme-
tery, Smithfield, and at the entrance from Pawtucket. 

7.1-2   Design:  The plazas should form a circle around the intersection 
where possible with catchment areas defined specifically for each 
plaza according to the available space. 

 

Figure 7.1 The plaza can be on one side of the street  
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Plazas 

Recommendations: 
 
Connection and Access: 
 
7.1-3   Plazas should be connected to the transit system, with a bus shel-

ter close to the plaza on both sides of the street. 
7.1-2  It is strongly recommended that access to plazas and businesses 

are ADA compliant making it easier for strollers as well. 
7.1-3  The corner plazas should provide a connection between North 

Main Street and  the side streets and invite pedestrians to do 
business on the street. 

7.1-4  Way finding signs which provide an orientation map as well as 
directions to transit stops, taxi stands, nearby neighborhoods 
streets are encouraged. 

7.1-5  A kiosk which can provide information board is recommended.  
This supplies the neighborhood with a place to announce com-
munity events. 

Figure 7.2 The plaza can encompass both sides of the intersection  
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Plazas 

Recommendations: 
 
7.1-6   The road surface at these intersections should be paved with a 

special material such as cobblestone,  making the plazas visible 
and recognizable to drivers. 

7.1-7   Impervious surfaces should be minimized and  green areas maxi-
mized. 

 
Climate: 
 
7.1-8   In consideration of the New England climate, plazas should be 

habitable during the summer months, and inviting during the 
winter months.  

7.1-9  Provision of filtered shade by means of a canopy of deciduous 
trees is encouraged. 

7.1-10   When possible, the use of buildings and landscaping to protect 
the plaza from cold winds is strongly encouraged. 

7.1-11   Whenever possible, provide a protection against rain and snow 
through use of awnings or arcades. 

Figure 7.3 
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Plazas 

Recommendations: 
 
7.1-12  Promote diversity in retail offerings near plazas to encourage day-

time use by workers, shoppers and tourists.  This  could include 
food shops, coffee shops, bakeries, and movie cinemas. 

7.1-13  Design plazas to accommodate vendors. 
7.1-14  Quality seating areas are strongly encouraged to promote   the 

use of the plaza with: 
• At least 2 benches on each side of the intersections, one linear 

foot of seating per each perimeter foot of plaza 
• At least 50% of the seating of a secondary nature, in the form 

of steps, planter seats, or retaining wall. 
• Provision for different types of seating, including circular seating 

to encourage interaction. 
• Seating availability in both sun and shade.  
 
7.1-15  Provision of street furniture such as trash cans, public telephones, 

and bike racks is strongly encouraged.     
7.1-16  To ensure the visibility of these plazas, a banner, consistent in 

design with other banners on the street, should be placed on 
one side of the intersection. 

7.1-17  The lighting of corners and out of the ways locations is strongly 
recommended.  

7.1-18  Make sure the corners and out of the ways locations are lighted     
7.1-19  Inclusion of public art in the plaza design is encouraged.  

Figure 7.4 
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Plazas 

 
Recommendations: 
 
7.1-20  The side street coming down from the hill should be one-

way to increase the safety for pedestrians. 
7.1-21  A raised crosswalk is recommended in addition to a pedes-

trian cycle on the signal light. 
7.1-22  Lighting should be designed in a way that  provides safety to 

pedestrians. 
7.1-23  Auto related, drive through, and formula businesses should 

be discouraged from locating in close proximity to the 
plaza,  For existing businesses, screening should be utilized.  

7.1-24  Business associations or neighborhood associations are en-
couraged to maintain plaza areas. 

Figure 7.5 
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Corner Lots 

Intent:The corners are of significant importance for pedestrian traffic. Plaza and corner lots are places of convergence, 
where people wait to cross and are more likely to converse with others. On North main street, those corner lots are in 
bad shape, poorly maintained and not laid out to attract pedestrians and enhance the aesthetic of the street. This section 
is about the corners that are not part of the envisioned plazas. 

Recommendations: 
 
7.2-1  Buildings located on corner lots should have zero feet of setback 

from both North Main Street and the side street.  
7.2-2  Sidewalk landscaping at the corners should consist of mature trees 

and green strips as demonstrated in Figure 7.6 
7.2-3  The curb radius should be small for traffic calming.  
7.2-4  Seating should be provided whenever possible.  

Figure 7.6 
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Open Spaces 

Intent:Large sites are encouraged to incorporate pedestrian walkways and open spaces to create small breaks in the street 
wall to encourage movements through the site towards the adjacent neighborhoods. 

  
 
Recommendations: 
 
7.3-1  The largest open space along the street is the cemetery. This 

asset should be taken advantage of in two ways: 
•  as an aesthetically pleasing open view for the properties 

located on the opposite side of the street. This could en-
courage residential development and increase density.  

• as a passive recreation area for neighborhood residents. 
This would require other entrances to the cemetery, for 
instance across from the intersection with Rochambaud 
Ave. This particular access would benefit from the plaza 
and the enhanced sidewalk envisioned at this here.  

Figure 7.7 
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